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Duo Exam LED Light eco f r iendly
Designed to provide you with optimal light that meets your general exam requirements, the Solar Duo Exam LED Light comes

with two lighting functions: Ambient and Exam. With patient safety in mind, all of the LED’s are shielded with our perforated

basket and diffuser. The lenses and reflectors used offer clean, glare-free light to ensure maximum light output for caregivers

to perform their tasks.

Construction Material:
Housing: 20 Gauge CRS. Once piece, seam-welded construction

Finish: White urethane powder coat finish – 5 step treatment; 
antimicrobial finish

Lamp Type: 
-- Metal core PCB on all light engines for excellent heat dissipation
-- High efficacy, 160 lm/W @ 65 mA/LED, 145 lm/W @ 120 mA/LED
-- CCT options ranging from 3500K – 5000K, 3-step MacAdam standard
-- High fidelity with CRI 80+ standard and CRI 90+ available
-- Continuous LED Pitch from board to board, eliminating dark spots
-- LM-80 tested LEDs with calculated L70 longevity over 130,000 hours 

@55°C and over 90,000 hours @ 85°C
-- All Amico light engines are UL recognized in U.S./Canada

Drivers: High power factor constant current, 0.97 pf @ 120 V (Class 2, Class II)

Lamp Shielding: Perforated steel (white TGIC polyester powder coat 
finish) with pearlescent diffuser

Specifications:
Length: 1' x 4' fits into standard ceiling grid 
layout

Weight: 22 lbs (10 kg)

Voltage: 120 - 277 V
 

Wattage: 	 Ambient = 32.5 W
	 	 Exam = 49 W

Light Output:	 Ambient = 4,140 lm
		  Exam = 5,820 lm
 

Dimming: 0-10 and DALI options available
 

Color Quality: 80 or 90 CRI

Color Temperature: 3500K (standard)
	 4000K (optional)
	 5000K (optional)
Warranty: 5 years

Toolless Maintenance

Antimicrobial Finish 

Seam Welded

Pearlescent Diffuser

Solar Series

*per fixture

*per fixture
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PHOTOMETRY

SPECIFICATIONS

CONSTRUCTION: Housing to be fabricated from die-formed 20 gauge
C.R.S. with high reflectance white powder coat finish. Reflector shall be rolled
with die-formed edges from low iridescent specular aluminum. The diffuser
shall be clear extruded acrlic with perforated inlay (patent pending). Optional
Sani-Shield to be fabricated from an aluminum frame, triple gasketed, with a
.125 clear acrylic lens. Frame is attached to fixture with a continuous piano
hinge and secured with phillips head screws.
MOUNTING: Fixtures can either be specified for installation into a standard
lay-in ceiling (supplemental support in accordance with local and national
codes is the responsibility of the installer) or flanged for installation into a dry-
wall (or similar) construction ceiling. An optional surface mount frame is also
available. Consult factory for installation into other specialty ceilings.  All hard-
ware by others.

ELECTRICAL: Fixtures may be wired for operation of T5HO lamps
as specified.All ballasts are electronic type, with voltages as specified.
All ballasts are UL/cUL listed.

CERTIFICATION: All units are UL/cUL listed for dry locations.

FINISH: All housings components are white powder coated steel.
Reflector is low-iridecscent specular aluminum.

WEIGHT: 4 ft unit: approx. 9 Lbs.
4 ft unit with Sani-Shield: approx. 12 Lbs
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pcc   .8            .7          .5         .3         .1       0
pw   .7 .5 .3 .1   .7 .5 .3 .1   .5 .3 .1 .5 .3 .1   .5 .3 .1   0

RCR
0  58 58 58 58  57 57 57 57   54 54 54   52 52 52   50 50 50  49
1   53 50 48 46  51 49 47 46   47 46 44   45 44 43   44 42 41   40
2   48 44 41 38   47 43 40 37   41 39 36   40 37 35   38 36 35   34
3   44 38 34 31   42 38 34 31   36 33 30   35 32 30   34 31 29   28
4   40 34 30 26   39 33 29 26   32 29 26   31 28 25   30 27 25   24
5   37 30 26 23   36 30 26 22   29 25 22   28 25 22   27 24 22   21
6   34 27 23 20   33 27 23 20   26 22 19   25 22 19   24 21 19   18
7   31 25 20 17   30 24 20 17   23 20 17   23 19 17   22 19 17   16
8   29 22 18 15   28 22 18 15   21 18 15   21 17 15   20 17 15   14
9   27 20 16 14   26 20 16 14   20 16 13   19 16 13   18 15 13   12

10   25 19 15 12   25 18 15 12   18 14 12   17 14 12   17 14 12   11

COEFFICIENTS OF UTILIZATION - Zonal Cavity Method:
pfc = 0.20

CANDLEPOWER DISTRIBUTION CURVE

LOW PROFILE  
ASYMMETRIC EXAM LALATITUDE

E X A M

DIV. OF ARCH LIGHTING GROUP INC.www.alslights.com
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TYPICAL APPLICATION

47.75"
[1212.85]

8.75"
[222.25]*Dimensions include mounting brackets

Inch
[mm]

Duo Exam LED Light eco f r iendly

Solar Series

L-SDE 120 C Common 
Control SYM Ambient 

Only LED35 3500 Kelvin 
(Standard)

80 G Grid Tile Ceiling LV Low Voltage Controller

240 N Individual 
Control ASYM Exam Only LED40 4000 Kelvin 

(Optional) 90 S Surface Mount LB Low Voltage Controller 
and Ingress Barrier

277 SAYM Ambient &  
Exam LED50 5000 Kelvin 

(Optional) F Flange Mount LM LightMaster Relay

MB LightMaster & Ingress 
Barrier

IB Ingress Barrier Only

00 No Options

Series Voltage Lamp Control                                 Direction Color Temperature CRI Mounting  
Options Accessories

Ordering Guide

For Example: L-SDE-277-N-ASYM-LED35-8-80-G-LB
Solar Series Duo Exam LED Light, 277 V , Individual Control, Exam, LED 3,500 K, 8-80 CRI, Grid Tile Ceiling, Low Voltage Controller and Ingress Barrier

L–SDE - - - - - - -
Voltage Color 

Temperature
Direction Mounting  

Options
AccessoriesLamp 

Control
CRI

3"
[76.2]
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