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Surgical Luminaires LED Light

The Amico Surgical Luminaires use high quality LED’s that come in 80 and 90 CRI options.  The lenses used are Symmetrical/

Asymmetrical and designed to reduce glare. By using a one piece sealed housing and smooth doorframe & lens the luminaire is 

ideal for easy cleaning and infection control. The housing is designed for either flange or grid ceiling installations.

 Construction Material:
Housing: 20-gauge CRS, hole-free seam welded 
construction

Lenses: Once piece design; asymmetrical/symmetrical; 
see options for alternate lens

Finish: White TGIC polyester powder coat.  
Salt spray test: 1,000 hours

Optics: Symmetric/asymmetric reflectors diffused for 
glare free operation

Drivers: High power factor electronic constant current,  
<10% THD, >0.97 pf @ 120 V (Class 2)

Specifications:
Dimensions: 1' x 4' x 4", 2' x 2' x 4" and 2' x 4' x 4" fits into a 
standard ceiling grid layout

Voltage: 120 - 277 - 347 V

Dimming: 0-10, 1-10 and PWM

Color Quality: 80+ and 90+ CRI available

Color Temperature: 3500K, 4000K, 5000K
 

Estimated Life of LEDs: LM-80 tested LEDs with 
calculated L70 longevity over 130,000 hrs @ 55°C 

Listings: Luminaire is certified to UL standards by Intertek. 
Testing Laboratories for wet locations.  
UL certified IP65 per IEC 60598.
Conducted emissions controlled as per MIL-STD-461G.
 

Warranty: 5 years

Seam WeldedAntimicrobial Finish 

Glare-Free Reflectors
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Surgical Troffer Lumen Output Package

Lumens Watts Lm/W Lumens Watts Lm/W

3,500K / 80+ CRI Low 11,850 74.6 158.8 3,500K / 90+ CRI Low 7,250 71.6 101.3

3,500K / 80+ CRI Medium 17,675 115.8 152.6 3,500K / 90+ CRI Medium 10,750 83.7 128.4

3,500K / 80+ CRI High 23,600 160.5 147.0 3,500K / 90+ CRI High 14,200 113.9 124.7

4,000K / 80+ CRI Low 11,950 72.6 164.6 4,000K / 90+ CRI Low 8,500 63.4 134.1

4,000K / 80+ CRI Medium 17,975 113.9 157.8 4,000K / 90+ CRI Medium 12,500 97.0 128.9

4,000K / 80+ CRI High 23,575 154.8 152.3 4,000K / 90+ CRI High 16,675 133.0 125.4

5,000K / 80+ CRI Low 12,050 71.2 169.2 5,000K / 90+ CRI Low 8,600 62.0 138.7

5,000K / 80+ CRI Medium 17,750 108.5 163.6 5,000K / 90+ CRI Medium 12,550 121.0 103.7

5,000K / 80+ CRI High 23,800 151.8 156.8 5,000K / 90+ CRI High 16,650 113.0 147.3

Lumens Watts Lm/W Lumens Watts Lm/W

3,500K / 80+ CRI Low 5,925 41.5 142.9 3,500K / 90+ CRI Low 3,625 36.3 100.0

3,500K / 80+ CRI Medium 8,838 61.9 142.9 3,500K / 90+ CRI Medium 5,375 53.8 100.0

3,500K / 80+ CRI High 11,800 105.0 112.4 3,500K / 90+ CRI High 7,100 90.3 78.7

4,000K / 80+ CRI Low 5,975 41.8 142.9 4,000K / 90+ CRI Low 4,250 42.5 100.0

4,000K / 80+ CRI Medium 8,988 62.9 142.9 4,000K / 90+ CRI Medium 6,250 62.5 100.0

4,000K / 80+ CRI High 11,788 104.9 112.4 4,000K / 90+ CRI High 8,338 106.0 78.7

5,000K / 80+ CRI Low 6,025 42.2 142.9 5,000K / 90+ CRI Low 4,300 43.0 100.0

5,000K / 80+ CRI Medium 8,875 62.1 142.9 5,000K / 90+ CRI Medium 6,275 62.8 100.0

5,000K / 80+ CRI High 11,900 105.9 112.4 5,000K / 90+ CRI High 8,325 105.8 78.7

Lumens Watts Lm/W Lumens Watts Lm/W

3,500K / 80+ CRI Medium 4,500 31.6 142.4 3,500K / 90+ CRI Medium 3,500 35.1 99.7

3,500K / 80+ CRI High 8,051 72.8 110.6 3,500K / 90+ CRI High 6,510 84.1 77.4

4,000K / 80+ CRI Medium 4,600 32.3 142.4 4,000K / 90+ CRI Medium 3,600 36.1 99.7

4,000K / 80+ CRI High 8,100 72.8 111.3 4,000K / 90+ CRI High 7,100 91.2 77.9

5,000K / 80+ CRI Medium 4,400 30.9 142.4 5,000K / 90+ CRI Medium 3,710 37.2 99.7

5,000K / 80+ CRI High 8,343 72.8 114.6 5,000K / 90+ CRI High 7,085 88.3 80.2

2' x 4'

2' x 2'

1' x 4'
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For Example: L-SURGLED-24-40-B-H-277-ASYM-GM-TC
Solar Surgical Luminare Series, 2x2, 4,000 Lumens, 90 CRI, High Output, 277 Voltage, Asymmetrical, Grid Mount, Two Circuit Wiring

NOTE: North American: 120 V and 277 V; International: 347 V 

Ordering Guide

Series Size Color 
Temperature CRI Output Voltage Optics Mounting Options Accessories

L–SURGLED– --- --

Color 
Temperature

VoltageOutput Mounting 
Options

AccessoriesOpticsCRISize

- -

1 x 4 2 x 42 x 2

Drawings

Voltage

L-SURGLED 14  1 x 4 35 3,500 K A  80 L Low 120 SYM Symmetrical GM Grid Mount EM Emergency Battery 
Back-up

22 2 x 2 40 4,000 K B  90 M Medium 277 ASYM Asymmetrical CM
Continous 
Row Mounting 
(Drywall Ceiling)

TC Two Circuit Wiring

24 2 x 4 50 5,000 K H High 347  FK Flange Kit RF Lens with RFI Grid
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